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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 



This Indian Standard (Part 2) which is identical with ISO 20474-2 : 2008 'Earth-moving machinery — 
Safety — Part 2: Requirements for tractor-dozers' issued by the International Organization for 
Standardization (ISO) was adopted by the Bureau of Indian Standards on the recommendation of the 
Material Handling Systems and Equipment Sectional Committee and approval of the Mechanical 
Engineering Division Council. 

This standard is published in various parts. Other parts in this series are: 

Part 1 General requirements 

Part 3 Requirements for loaders 

Part 4 Requirements for backhoe-loaders 

Part 5 Requirements for hydraulic excavators 

Part 6 Requirements for dumpers 

Part 7 Requirements for scrapers 

Part 8 Requirements for graders 

Part 9 Requirements for pipelayers 

Part 1 Requirements for trenchers 

Part 1 1 Requirements for earth and landfill compactors 

Part 1 2 Requirements for cable excavators 

Part 1 3 Requirements for rollers 

Part 1 4 Information on national and regional provisions [Technical specification] (India's specific 
requirement are to be included) 



The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain conventions are, however, not identical to those used in Indian Standards. Attention 
is particularly drawn to the following: 



b) 



Wherever the words 'International Standard' appear, referring to this standard, they should be 
read as 'Indian Standard'. 

Comma (,) has been used as a decimal marker while in Indian Standards the current practice 
is to use a point (.) as the decimal marker. 



In this adopted standard, reference appears to certain International Standards for which Indian 
Standards also exist. The corresponding Indian Standards which are to be substituted in their respective 
places are listed below along with their degree of equivalence for the editions indicated: 



International Standard 

ISO 3411 : 2007 Earth-moving 
machinery — Physical dimensions 
of operators and minimum operator 
space envelope 

ISO 6165 : 2006 Earth-moving 
machinery — Basic types — 
Identification and terms and 
definitions 



Corresponding Indian Standard 

IS/ISO 3411 : 2007 Earth-moving 
machinery — Physical dimensions of 
operators and minimum operator 
space envelope 

IS/ISO 6165 : 2006 Earth-moving 
machinery — Basic types — 
Identification and terms and 
definitions 



Degree of Equivalence 
Identical 



do 



(Continued on third cover) 
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Indian Standard 
EARTH-MOVING MACHINERY— SAFETY 

PART 2 REQUIREMENTS FOR TRACTOR-DOZERS 



1 Scope 

This part of ISO 20474 gives the safety requirements specific to wheeled and crawler tractor-dozers as 
defined in ISO 6165, as well as those for rear-mounted winches on dozers. It is intended to be used in 
conjunction with ISO 20474-1, which specifies general safety requirements common to earth-moving machine 
families, and with ISO/TS 20474-14, which gives information on provisions that are mandatory in particular 
countries or regions. The specific requirements given in this part of ISO 20474 take precedence over the 
general requirements of ISO 20474-1. 

This part of ISO 20474 deals with all significant hazards, hazardous situations and events relevant to the 
earth-moving machinery within its Scope when used as intended or under conditions of misuse reasonably 
foreseeable by the manufacturer (see also ISO/TS 20474-14). It specifies the appropriate technical measures 
for eliminating or reducing risks arising from significant hazards, hazardous situations or events during 
commissioning, operation and maintenance. It is not applicable to machines manufactured before the date of 
its publication. 



2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 3411:2007, Earth-moving machinery — Physical dimensions of operators and minimum operator space 
envelope 

ISO 6165:2006, Earth-moving machinery — Basic types — Identification and terms and definitions 

ISO 6405-2, Earth-moving machinery — Symbols for operator controls and other displays — Part 2: Specific 
symbols for machines, equipment and accessories 

ISO 6747, Earth-moving machinery — Tractor-dozers — Terminology and commercial specifications 

ISO 9244, Earth-moving machinery — Machine safety labels — General principles 

ISO 10968, Earth-moving machinery — Operator's controls 

ISO 1 9472, Machinery for forestry — Winches — Dimensions, performance and safety 

ISO 20474-1 :2008, Earth-moving machinery — Safety — Part 1: General requirements 
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3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 20474-1 and ISO 6747, and the 
following apply. 

3.1 

tractor-dozer 

dozer 

self-propelled crawler or wheeled machine with equipment having either dozing attachment which cuts, 
moves, and grades material through forward motion of the machine or a mounted attachment used to exert a 
push or a pull force 

[ISO 6165:2006, definition 4.1] 

4 Safety requirements and/or protective measures 

4.1 General 

Tractor-dozers shall comply with the safety requirements and/or protective measures of ISO 20474-1 , in as far 
as those are not modified by the specific requirements of this clause. 

Suspension seats are not required. 

If suspension seats are provided as an option, for mandatory national and regional provisions, see 
ISO/TS 20474-14. 

4.2 Operator's seat 

For mandatory national and/or regional provisions, see ISO/TS 20474-14. 

4.3 Rearwindow(s) 

For mandatory national and/or regional provisions, see ISO/TS 20474-14. 

4.4 Rear-mounted winch 

4.4.1 Mounting 

The means for securing a winch to the machine structure shall be designed to withstand a force of twice the 
maximum line-pull that can be exerted by the rope without permanent deformation. 

ISO 19472 should be used as guidance for design of the mounting system. 

4.4.2 Controls 

The winch controls shall be located at the operator's station and shall fulfil the requirements stated in 
ISO 10968. 

4.4.3 Protection 

Where a rear-mounted winch is fitted, provision shall be made to allow for operator protection in accordance 
with ISO 19472. 
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Tractor-dozers equipped with a rear winch shall be equipped with an adequately sized protective screen or 
screens of a steel wire of minimum diameter 6 mm woven wire mesh and maximum opening of 
45 mm x 45 mm, or equivalent protection, between the operator and the winch. 

ISO 8084 should be used as guidance for design. 

The screen width and height shall cover at least 

— the rear window, for machines fitted with cab, 

— the rear of the minimum space envelope, as specified in ISO 341 1 :2007, Figure 4, for machines without a 
cab. 

5 Verification of safety requirements and/or protective measures 

ISO 20474-1:2008, Clause 5, shall apply. 

6 Information for use 

6.1 Safety labels 

ISO 20474-1:2008, 6.1, shall apply, with the addition that a specific safety label according to ISO 9244, using 
a symbol according to ISO 6405-2, shall be used if a winch is fitted. 

6.2 Operation manual 

ISO 20474-1:2008, 6.2, shall apply, with the addition that the manufacturer shall provide instruction for 
operation and safe use of winches, if fitted. 

6.3 Machine marking 

ISO 20474-1:2008, 6.3, shall apply, with the addition that the maximum pull force of the winch, if fitted, shall 
be marked. 



IS/ISO 20474-2 : 2008 



Annex A 

(informative) 

Illustrations 




Figure A.1 — Crawler tractor-dozer 




Figure A.2 — Wheeled tractor-dozer 




Figure A.3 — Crawler tractor-dozer with plough 
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International Standard 

ISO 6747 : 1998 Earth-moving 
machinery — Tractor-dozers — 
Terminology and commercial 
specifications 

ISO 9244 : 2008 Earth-moving 
machinery — Machine safety labels 
— General principles 

ISO 10968 : 2004 Earth-moving 
machinery — Operator's controls 

ISO 20474-1 : 2008 Earth-moving 
machinery — Safety — Part 1: 
General requirements 



Corresponding Indian Standard 

IS/ISO 6747 : 1998 Earth-moving 
machinery — Tractor-dozers — 
Terminology and commercial 
specifications 

IS/ISO 9244 : 2008 Earth-moving 
machinery — Machine safety labels 
— General principles 

IS/ISO 10968 : 2004 Earth-moving 
machinery — Operator's controls 

IS/ISO 20474-1 : 2008 Earth-moving 
machinery — Safety: Part 1 General 
requirements 



Degree of Equivalence 
Identical 



do 



do 
do 



The technical committee has reviewed the provisions of the following International Standards referred 
in this adopted standard and has decided that they are acceptable for use in conjunction with this 
standard: 



International Standard 
ISO 6405-2: 1993 

ISO 19472: 2006 



Title 

Earth-moving machinery — Symbols for operator controls and other 
displays — Part 2: Specific symbols for machines, equipment and 
accessories 

Machinery for forestry — Winches — Dimensions, performance and safety 



For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test or analysis shall be rounded off in 
accordance with IS 2 : 1960 'Rules for rounding off numerical values (revised)'. The number of 
significant places retained in the rounded off value should be the same as that of the specified value 
in this standard. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form 
without the prior permission in writing of BIS. This does not preclude the free use, in course of imple- 
menting the standard, of necessary details, such as symbols and sizes, type or grade designations. 
Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also 
reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that 
no changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users 
of Indian Standards should ascertain that they are in possession of the latest amendments or edition by 
referring to the latest issue of 'BIS Catalogue' and 'Standards: Monthly Additions'. 

This Indian Standard has been developed from Doc No.: MED 07 (11 37). 
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